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Combination Display Cases

KGW

GLASS ENCLOSURE SQUARED

GLASS ENCLOSURE ROUND

GLASS ENCLOSURE INCLINED

mirror-image design surcharge on request

Ceramic plate for presentation area Gn 1/1 per item 393 920 336,-

electrical condensate evaporation tray 300 Watt 190 215 328,-

Version with electronic expansion valve for remote refrigerated models on request

Flat inner well (35 mm deep) without surcharge

price tag holders per linear metre 303 899 70,-

sliding doords in a mirrored design on request

Without installation frame 253 655 103,-

ACCESSORIES AND OPTIONS

53
0

90
0

(operator side)

hinged door with
one-way mirror

3933

474

°C°C

control unit
display can be mounted
seperately

- slots for outlet of hot air -

width

37
0

pull-out compressor
housing

355 170

KE/TW

85

chilled heated

LEGEND:
TW = Drain DNØ30
KE = Cooling/Electric
LED = LED lighting
WB = heat bridge
HP = hotplate

53
0

12
05

KE TW

660

695

1818

37
0

535

30
5

15480

185 75

45

21
0 base deck

lift-up evaporator

16
5

350

20
6

22
7

evaporation pan >>>

(side elevation left)
chilled

53
0

72
0

19
0

25 645 25
695

- slots for outlet of hot air -
wiring

340

70

- GN 1/1 -10
0

HP

LEDWB

44
7

heated
(side elevation right)

SELF-CONTAINED ( remote refrigerated = w/o condensing unit )

53
0

90
0

(operator side)

hinged door with
one-way mirror

3933

474

°C°C

control unit
display can be mounted
seperately

- slots for outlet of hot air -

width

37
0

pull-out compressor
housing

355 170

KE/TW

85

chilled heated

53
0

12
05

KE TW

660

695

1818

37
0

30
5

15480

185 75

45

21
0 base deck

lift-up evaporator

16
5

evaporation pan >>>

(side elevation left)
chilled

415

535

20
6

22
7

53
0

72
0

19
0

25 645 25
695

- slots for outlet of hot air -
wiring

340

70

- GN 1/1 -10
0

HP

44
7

heated

LEDWB

LEGEND:
TW = Drain DNØ30
KE = Cooling/Electric
LED = LED lighting
WB = heat bridge
HP = hotplate

(side elevation right)

SELF-CONTAINED ( remote refrigerated = w/o condensing unit )

53
0

90
0

(operator side)

hinged door with
one-way mirror

3933

474

°C°C

control unit
display can be mounted
seperately

- slots for outlet of hot air -

width

37
0

pull-out compressor
housing

355 170

KE/TW

85

chilled heated

53
0

12
05

KE TW

660

695

1818

37
0

30
5

15480

185 75

45

21
0 base deck

lift-up evaporator

16
5

evaporation pan >>>

(side elevation left)
chilled

415

10°

535

20
6

22
7

53
0

72
0

19
0

25 645 25
695

- slots for outlet of hot air -
wiring

340

70

- GN 1/1 -10
0

HP

44
7

heated

LED

10°WB

LEGEND:
TW = Drain DNØ30
KE = Cooling/Electric
LED = LED lighting
WB = heat bridge
HP = hotplate

(side elevation right)

SELF-CONTAINED ( remote refrigerated = w/o condensing unit )



IDEAL Kältetechnik GmbH    
$ In der Schörihub 28, 4810 Gmunden, AT    
À +43 7612 660 61    
à office@ideal-ake.at

AKE Ausseer Kälte- und Edelstahltechnik GmbH    
$ Pichl 66, 8984 Bad Mitterndorf, AT   
À +43 3624 211 00    
à office@ake.at

 plus VAT | valid from 05/2022

Combination Display Cases

KGW

GLASS ENCLOSURE SQUARED

GLASS ENCLOSURE ROUND

GLASS ENCLOSURE INCLINED

ACCESSORIES AND OPTIONS

mirror-image design surcharge on request

Ceramic plate for presentation area Gn 1/1 per item 393 920 336,-

electrical condensate evaporation tray 300 Watt 190 215 328,-

Version with electronic expansion valve for remote refrigerated models on request

Flat inner well (35 mm deep) without surcharge

price tag holders per linear metre 303 899 70,-

sliding doords in a mirrored design on request

Without installation frame 253 655 103,-

pull-out compressor
housing

355 170

KE/TW

85

70
0

10
70

(operator side)

hinged door with
one-way mirror

3933

474

°C°C

control unit
display can be mounted
seperately

- slots for outlet of hot air -

width

37
0

chilled heated

70
0

13
75

KE TW

660

695

1818

37
0

535

30
5

15480

185 75

45

21
0 base deck

lift-up evaporator

16
5

415

18
6

21
5

280 17
1

evaporation pan >>>

70
0

89
0

19
0

25 645 25
695

- slots for outlet of hot air -
wiring

340

70

- GN 1/1 -10
0

HP

LEDWB

27
3

415
- black glass -

LEDWB

27
0

heated
(side elevation right)

LEGEND:
TW = Drain DNØ30
KE = Cooling/Electric
LED = LED lighting
WB = heat bridge
HP = hotplate

(side elevation left)
chilled

SELF-CONTAINED ( remote refrigerated = w/o condensing unit )

pull-out compressor
housing

355 170

KE/TW

85

70
0

10
70

(operator side)

hinged door with
one-way mirror

3933

474

°C°C

control unit
display can be mounted
seperately

- slots for outlet of hot air -

width

37
0

chilled heated

70
0

13
75

KE TW

37
0

30
5

415

415

evaporation pan >>>

660

695

1818

15480

535

185 75

45

21
0 base deck

lift-up evaporator

16
5

18
6

21
5

17
1

70
0

89
0

19
0

25 645 25
695

- slots for outlet of hot air -
wiring

340

70

- GN 1/1 -10
0

HP

27
3

415
- black glass -

LEDWB

27
0

LEDWB

heated
(side elevation right)

LEGEND:
TW = Drain DNØ30
KE = Cooling/Electric
LED = LED lighting
WB = heat bridge
HP = hotplate

(side elevation left)
chilled

SELF-CONTAINED ( remote refrigerated = w/o condensing unit )

pull-out compressor
housing

355 170

KE/TW

85

70
0

10
70

(operator side)

hinged door with
one-way mirror

3933

474

°C°C

control unit
display can be mounted
seperately

- slots for outlet of hot air -

width

37
0

chilled heated

70
0

13
75

KE TW

37
0

30
5

415

350

10°

evaporation pan >>>

660

695

1818

15480

535

185 75

45

21
0 base deck

lift-up evaporator

16
5

18
6

21
5

17
1

70
0

89
0

19
0

25 645 25
695

- slots for outlet of hot air -
wiring

340

70

- GN 1/1 -10
0

HP

27
3

415
- black glass -

LEDWB

27
0

LEDWB

10°

heated
(side elevation right)

LEGEND:
TW = Drain DNØ30
KE = Cooling/Electric
LED = LED lighting
WB = heat bridge
HP = hotplate

(side elevation left)
chilled

SELF-CONTAINED ( remote refrigerated = w/o condensing unit )


