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plus VAT | valid from 05/2022

REFRIGERATED DISPLAY CASES FOR ASSISTED SERVICE

BUILT-IN REF. DISPLAY CASES

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 1000 Watt 190 220 809,-

Version with electronic expansion valve, for remote refrigerated models on request

Condensate tray 253 655 103,-
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REFRIGERATED DISPLAY CASES FOR ASSISTED SERVICE

BUILT-IN REF. DISPLAY CASES

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 300 Watt 190 215 328,-

Version with electronic expansion valve, for remote refrigerated models on request

Flat inner well, (35 mm deep) without surcharge

Price tag holders, per linear metre 303 899 70,-

Sliding doors in a mirrored design on request

Condensate tray 253 655 103,-

°C

355 170200

display can be mounted
seperately

KE/TW

pull-out compressor
housing

85

(operator side)

TW = Drain DNØ30
KE = Cooling/Electric

Version "PRO"
All visible sides are
satin-finished (without mounting
flange)! For overhanging
installation on customer side.
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SELF-CONTAINED ( remote refrigerated = w/o condensing unit )

Glass shelf can be inclined
and ±25mm adjustable in height

evaporation pan >>> evaporation pan >>> evaporation pan >>>
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REFRIGERATED DISPLAY CASES FOR ASSISTED SERVICE

BUILT-IN REF. DISPLAY CASES

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 300 Watt 190 215 328,-

Version with electronic expansion valve, for remote refrigerated models on request

Flat inner well, (35 mm deep) without surcharge

Price tag holders, per linear metre 303 899 70,-

Sliding doors in a mirrored design on request

Condensate tray 253 655 103,-

°C

355 170200

display can be mounted
seperately

KE/TW

pull-out compressor
housing

85

(operator side)

TW = Drain DNØ30
KE = Cooling/Electric

Version "PRO"
All visible sides are
satin-finished (without mounting
flange)! For overhanging
installation on customer side.
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1) model "G-177-70-E" with compressor compartment size: (WxDxH)  370 x 520 x 350 mm
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10°
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SELF-CONTAINED ( remote refrigerated = w/o condensing unit )

Glass shelf can be inclined
and ±25mm adjustable in height

evaporation pan >>> evaporation pan >>> evaporation pan >>>
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REFRIGERATED DISPLAY CASES FOR ASSISTED SERVICE

BUILT-IN REF. DISPLAY CASES

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 300 Watt 190 215 328,-

Version with electronic expansion valve, for remote refrigerated models on request

Flat inner well, (35 mm deep) without surcharge

Price tag holders, per linear metre 303 899 70,-

Sliding doors in a mirrored design on request

Condensate tray 253 655 103,-

°C

355 170200

display can be mounted
seperately

KE/TW

pull-out compressor
housing

85

(operator side)

TW = Drain DNØ30
KE = Cooling/Electric

Version "PRO"
All visible sides are
satin-finished (without mounting
flange)! For overhanging
installation on customer side.
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SELF-CONTAINED ( remote refrigerated = w/o condensing unit )

1) model "G-145-87-E" and "G-177-87-E" with compressor compartment size:
   (WxDxH)  370 x 520 x 350 mm

evaporation pan >>> evaporation pan >>> evaporation pan >>>
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REFRIGERATED DISPLAY CASES FOR ASSISTED SERVICE

BUILT-IN REF. DISPLAY CASES

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 300 Watt 190 215 328,-

Version with electronic expansion valve, for remote refrigerated models on request

Hinged or sliding doors in a mirrored design on request

Price tag holders, per linear metre 303 899 70,-

Condensate tray 253 655 103,-

°C

355 170200

display can be mounted
seperately

KE/TW

pull-out compressor
housing

85

(operator side)

TW = Drain DNØ30
KE = Cooling/Electric

Version "PRO"
All visible sides are
satin-finished (without mounting
flange)! For overhanging
installation on customer side.
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1) model "G-173-53" = sliding doors made of insulated glass (instead of hinged doors)
    model "G-51-53" = one hinged door, depth 785mm

hinged door hinged door

Glass shelf can be inclined
and ±25mm adjustable in height

base deck tiltable

evaporation pan >>> evaporation pan >>> evaporation pan >>>
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REFRIGERATED DISPLAY CASES FOR ASSISTED SERVICE

BUILT-IN REF. DISPLAY CASES

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 300 Watt 190 215 328,-

Version with electronic expansion valve, for remote refrigerated models on request

Hinged or sliding doors in a mirrored design on request

Price tag holders, per linear metre 303 899 70,-

Condensate tray 253 655 103,-

°C

355 170200

display can be mounted
seperately

KE/TW

pull-out compressor
housing

85

(operator side)

TW = Drain DNØ30
KE = Cooling/Electric

Version "PRO"
All visible sides are
satin-finished (without mounting
flange)! For overhanging
installation on customer side.
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2) model "G-173-70" = sliding doors made of insulated glass (instead of hinged doors)
    model "G-51-70" = one hinged door, depth 785mm

hinged door hinged door

Glass shelf can be inclined
and ±25mm adjustable in height

base deck tiltable

evaporation pan >>> evaporation pan >>> evaporation pan >>>
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1) model "G-51-70-E" with compressor compartment size: (WxDxH)  335 x 480 x 395 mm
    model "G-177-70-E" with compressor compartment: (WxDxH)  370 x 520 x 350 mm
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