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SELF-SERVICE DISPLAY CASES
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1) "Green O-177-53-E": dimensions of compressor housing are (WxDxH) 435 x 520 x 310 mm

! NOTE: in case of RG models (=solid back made of s/s) the compressor
housing is placed on the left hand side (view from operator side)
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! NOTE: in case of RG models (=solid back made of s/s) the compressor
housing is placed on the left hand side (view from operator side)
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OPEN BUILT-IN REF. DISPLAY CASE M2

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 1000 Watt 190 220 809,-

Rear wall mirrored or with permanent insulated glass pane (for RG models) on request

Condensate tray 253 655 103,-

REMOTE REFRIGERATION, 920 MM

SELF-CONTAINED, 1230 MM
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! NOTE: in case of RG models (=solid back made of s/s) the compressor
housing is placed on the left hand side (view from operator side)
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1) "O-145-70-E": dimensions of compressor housing are (WxDxH) 435 x 520 x 310 mm
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! NOTE: in case of RG models (=solid back made of s/s) the compressor
housing is placed on the left hand side (view from operator side)
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OPEN BUILT-IN REF. DISPLAY CASE M2

ACCESSORIES AND OPTIONS

Electrical condensate evaporation tray, 1000 Watt 190 220 809,-

Rear wall mirrored or with permanent insulated glass pane (for RG models) on request

Condensate tray 253 655 103,-

REMOTE REFRIGERATION, 1090 MM

SELF-CONTAINED, 1400 MM


